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DRILL & COUNTER BORE
%” INCH DEEP FOR %" SOCKET

HEAD CAP SCREW MIN. (2 PLACES FRAME
IN COVER)
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} :
DETAIL "A”

BOLTER COVER

NOTES:

1. BOLTED FRAME AND COVER SHALL BE INSTALLED IN
ALL OFF—ROAD AREAS.

2. EACH FRAME & COVER SET WILL BE MARKED FOR
IDENTIFICATION TO INSURE THAT THE PROPER COVER
IS INSTALLED WITH ITS DRILLED AND TAPPED FRAME
THE COVER IS NOT TO BE TAPPED.

3. BOLTED FRAME AND COVER SHALL BE FURNISHED
WITH AN APPROVED RUBBER GASKET.

4. WHEN MANHOLES ARE TO BE LOCATED OUTSIDE OF
TRAVEL WAYS AND THE TOP OF THE FRAMES ARE
TO BE ABOVE TOP OF GROUND, THE MANHOLE IS TO
BE BUILT WITHOUT BRICKS AND THE FRAME SHALL
BE ANCHORED TO THE PRECAST MANHOLE CONE OR
FLATTOP AS SHOWN.

5. THE SEAL BETWEEN THE BASE OF THE FRAME AND
THE MANHOLE WALL SHALL BE MADE WITH MORTAR.

THE WORK BETWEEN THE MANHOLE FRAME AND THE
PRECAST SECTION SHALL BE WATERPROOFED WITH
PARGING AND TWO (2) COATS OF ACCEPTABLE
ASPHALT BASED COATING.

MORTAR

S.S. LAG OR
MACHINE BOLT

2" WASHER

S.S. SHIELD OR
LEAD SHIELD
SET IN EPOXY

-

DETAIL "B”
ANCHORING FRAME TO MANHOLE
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